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Hazardous material depots
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With wing doors
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With wing doors
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With pull-down blind

page 474

With sliding doors

Hazardous material depots made of steel

Hazardous material depots made of polyethylene



Order No. 40999

W x D x H (mm)  

1)

 

2)

Type Capacity Order No.

Depot made of powder-coated steel 2 x 200 litre drum 1400 x 950 x 1915 220 800 40997   
Depot made of powder-coated steel small containers 1400 x 950 x 1915 220 800 40998   
Depot made of powder-coated steel 4 x 200 litre drum 1400 x 1410 x 1855 220 1600 40999   
Depot made of powder-coated steel small containers 1400 x 1410 x 1855 220 1600 41000   

1) capacity (litre), 2) load capacity (kg)
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Order No. 40997

Order No. 40998

Order No. 41000

Harzardous material depots | Steel

Steel hazardous material depots 
 
 
Tested and safe
•	Approved for the storage of flammable (passive) and 

water-polluting liquids of all hazard classes
•	Natural ventilation by means of ventilation slots
 
 
Flexible
•	Drum storage directly on the grating in combination with euro 

or chemical pallet
•	 Lockable for protection against unauthorised use
•	100 mm ground clearance for easy fork-lifting and simple 

transport
•	Depots delivered fully assembled
 
 
Version with shelving system
•	 Safe storage of small and medium-sized containers
•	Shelf rack optionally made of steel with 3 storage levels
•	Shelf dimensions W x D (mm): 1,300 x 800
•	Shelf load: 250 kg
•	Delivered in sections for easy self-assembly
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Order No. 41001

W x D x H (mm)  

1)

 

2)

Type Capacity Order No.

Depot made of powder-coated steel 4 x 200-L-drum or 1 x 1000-L-IBC  1000 2000 41001   
Depot made of powder-coated steel 8 x 200-L-drum or 2 x 1000-L-IBC  1000 4000 41002   

Hazardous material depots | Steel

Steel hazardous material depots 
 
Tested and safe
•	Approved for the storage of flammable (passive) and 

water-polluting liquids of all hazard classes
•	Natural ventilation by means of ventilation slots
 
 
Flexible
•	Drum storage directly on the grating in combination with 

chemical pallet
•	 Lockable for protection against unauthorised use
•	Optimised internal height for safe loading with forklift truck or 

platform stacker
•	100 mm ground clearance for easy fork-lifting and simple 

transport
•	Depots delivered fully assembled



Order No. 40057
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Order No. 40058 Order No. 40060 Order No. 40062

Hazardous material depots | Polyethylene

Hazmat depots made of PE 

Approved and safe
•	Approved for the safe storage of water pollutants
•	High resistance to oils, acids and alkalis 

Safe, easy and efficient operation
•	Wing door or space-saving roller blind
•	With integrated sump pallet
•	 For direct placement of a barrel on a Euro pallet
•	 Integrated pocket for access underneath by forklifts and forklift 

trucks
•	Ready for anchoring to the ground (anchor kit optional) 

Depot with rack system
•	 Safe storage of small and medium-sized containers
•	Rack with galvanised or PE rack frames and 3 shelves
•	Dimensions shelves B x D (mm): 900 x 800 (steel) or 900x 

590 (PE)
•	 Load capacity per storage level: 250 kg (steel) or 180 kg (PE)

 

1)

 

2) Drum Steel rack Plastic rack

Type W x D x H (mm) Order No. Order No. Order No.

Depot PE, wing door 1140 x 1050 x 2060 245 400 40057 40058 40059
Depot PE, pull-down blind 1140 x 1050 x 2060 245 400 40060 40061 40062
Mounting kit for floor anchoring    31859 31859 31859

1) capacity (litre), 2) load capacity (kg)

Version
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Order No. 31856

Order No. 36470 Order No. 40065 Order No. 40067

Hazardous material depot | Polyethylene

Hazmat depots made of PE 

Approved and safe
•	Approved for the safe storage of water pollutants
•	High resistance to oils, acids and alkalis 

Safe, easy and efficient operation
•	Wing door or space-saving roller blind
•	With integrated sump pallet
•	 For direct placement of a barrel on a Euro pallet
•	 Integrated pocket for access underneath by forklifts and forklift 

trucks
•	Ready for anchoring to the ground (anchor kit optional) 

Depot with rack system
•	 Safe storage of small and medium-sized containers
•	Rack with galvanised rack frames and 3 shelves (in 25 mm 

increments height-adjustable)
•	Dimensions shelves B x D (mm): 1300 x 800 (steel) or 1300 

x 590 (PE)
•	 Load capacity per storage level: 250 kg (steel) or 180 kg (PE)

 

1)

 

2) Drum Steel rack Plastic rack

Type W x D x H (mm) Order No. Order No. Order No.

Depot PE, wing door 1560 x 1080 x 1980 250 800 31856 32003 40064
Depot PE, wing door 1140 x 1410 x 1980 240 800 36470 - -
Depot PE, pull-down blind 1554 x 1083 x 1980 250 400 40065 40066 40067
PE grid to adjust for drums 1400 x 910 x 32   31857 - -
Mounting kit for floor anchoring    31859 31859 31859

1) capacity (litre), 2) load capacity (kg)

Version
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Order No. 31858

Order No. 31858

Hazardous material depots | Polyethylene

Hazmat depots made of PE 

Approved and safe
•	Approved for the safe storage of water pollutants
•	High resistance to oils, acids and alkalis 

Safe, easy and efficient operation
•	 Smooth-running, lockable sliding gates or wing doors
•	Convenient interior height for safe and efficient loading with a 

forklift or forklift truck
•	 Integrated pocket for access underneath by forklifts and forklift 

trucks
•	Ready for anchoring to the ground (anchor kit optional)
•	Delivery of fully assembled depot

 

1)

 

2)

Type W x D x H (mm) Order No.

Depot 4 x 200-L-drum or 1 x 1000-L-IBC, accessible by forklift 1560 x 1550 x 2330 1000 2000 31858   
Mounting kit for floor anchoring    31859   

1) capacity (litre), 2) load capacity (kg)
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Order No. 36471

Order No. 36471

Hazardous material depot | Polyethylene

Hazmat depots made of PE 

Approved and safe
•	Approved for the safe storage of water pollutants
•	High resistance to oils, acids and alkalis 

Safe, easy and efficient operation
•	 Smooth-running, lockable sliding gates or wing doors
•	Convenient interior height for safe and efficient loading with a 

forklift or forklift truck
•	 Integrated pocket for access underneath by forklifts and forklift 

trucks
•	Ready for anchoring to the ground (anchor kit optional)
•	Delivery of fully assembled depot

 

1)

 

2)

Type W x D x H (mm) Order No.

Depot 8 x 200-L-drum or 2 x 1000-L-IBC, accessible by forklift 3200 x 1750 x 2170 1000 3600 36471   
Mounting kit for floor anchoring    31859   
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Storage and transport cans
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Dispensing canister
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Storage and transport canister
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Hazardous materials handling

Overview: Safety containers
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Cleaning containers
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Safety collection and disposal containers
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Stand ashtray
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Terms and conditions

Dimensions, weights and illustrations
Technical data such as dimensions and weights shown in the catalogue are approximate values.
Illustrations may contain special equipment. Products will be delivered without any decoration material.

Price and delivery information
To obtain binding price information and delivery times, please contact your respective dealer/retail partner.

asecos Warranty
* �Upon conclusion of an asecos service and maintenance agreement (BasicPlus tariff) with a fixed term of 5 years, 

you will get a warranty extension for a maximum of 5 years for your safety storage cabinet according to EN 14470. 
Detailed information upon request. Available only in certain markets. Please check with local partner.

* �Upon conclusion of an asecos service and maintenance agreement (PREMIUM tariff), 
you will get a warranty extension for up to 10 years for your safety storage cabinet. 
Detailed information upon request. Available only in certain markets. Please check with local partner.

Other information
Furthermore we refer to the general terms and conditions of the asecos GmbH on www.asecos.global and the terms and  
conditions of your specialised dealer.
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